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Conforms to ANSI
STD Z83.11b-2009 (2011)
Certi�ed to CSA
STD 1.8b-2009 (2011)
Conforms to NSF/ANSI STD.4
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MODELS:
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RTS & LABOR

1 1 YEAR PARTS AND LABOR WARRANTY

Toll Free: 855-855-0399 Email: info@atosausa.com
www.atosa.com | www.atosausa.com
California, Colorado, Florida, Georgia, Illinois,  
New Jersey, Ohio, Texas, Washington

ATOSA USA, INC.

“WE MAKE THE KITCHEN BETTER!”

Standard Features
• Holds up to 30 cups of uncooked rice or up to 60 

cups of cooked rice
• User friendly control panel 
• Hinged lid locks in moisture
• Stainless steel exterior with double-wall 

construction
• Easy to clean non-stick inner pot is removable for 

easy cleaning
• Moisture cup collects water so it doesn’t drip
• On/Off switch with rice cooking and warming 

indicator lights 
• When rice is cooked the rice cooker will 

automatically switch to warming mode and will 
stay warm for 5 hours

• Includes measuring cup and serving spoon

RICE COOKER
/ WARMER

SRC-60
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SPECIFICATIONS

Atosa International
www.atosa.com

Atosa USA
www.atosausa.com *Atosa is continuously improving products. Specifications are subject to change without notice.*

PLAN VIEW

Models Voltage
(V/Hz)

Exterior
Dimensions

(inch)
Description Power(W)

SRC-60 120/60 1550 30 2560

Capacity
(cups)

Raw Capacity
(cups)

Gross Weight
(lbs)

177/10 x 15Rice cooker/warmer

NEMA 5-15P

NEMA
15A/125V

G


